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Portable Dust  
Collector System

•	 	Heavy	duty	steel	mobile	base	and	
frame	with	PVC	wheels	and	hose

•	 120	V	~	60	Hz

•	 Speed	3450	RPM

•	 Capacity:	441cfm	(750	m3/h)

•	 CSA	certified

•	 Includes:

	 -		6.5	ft.	flexible	dust	extraction	hose

	 -	Plastic	lower	collection	bag

	 -	Cloth	upper	collection	bag

•			Color	packaging	with	dual		
languages	(English	&	French)

6.5	ft.	(2000	mm),	4"	(100	mm)		
diameter	hose	

Transparent	replaceable	collection	bag

Heavy	gauge	steel	base	with	wheels

17	gallon	capacity	(65	liter)		
for	larger	shops	

Powerful	3/4	HP	motor

Keep	your	shop	and	machinery	clean

Model # UPC Code Weight
Package Dimensions

Width x Depth x Height
Cube Container Qty.

BT8010 

Portable	Dust		

Collector	System

857647005116
Gross:	62	lb.	

Net:	55	lb.
35" x 21" x 17"

895 x 540 x 440 mm
7.51 
cu.	ft

125	pc	/	20	ft
250	pc	/	40	ft

300	pc	/	40	ft	High	Cube



Model # UPC Code Weight
Package Dimensions

Width x Depth x Height
Cube Container Qty.

BT8008 

2	in	1	Portable		

Dust	Collector

857647005109
Gross:	26.5	lb.	

Net:	23	lb.
16" x 16" x 27.5"

410 x 410 x 700 mm
4.15 
cu.	ft

195	pc	/	20	ft
400	pc	/	40	ft

400	pc	/	40	ft	High	Cube
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2 in 1 Portable  
Dust Collector

.5	Micron	filtration

6.5	ft.	Hose	(2000	mm)	
with	multiple	adapters

13	Gallon	capacity	
(50	liter)

Compact	design	with	
powerful	1-1/2 HP	motor	

Bracket	included	for	
easy	wall	mounting

Disposable	collection	bags

•	 	Metal	dust	collection	drum

•	 Large	carry	handle

•	 120	V	~	60	Hz

•	 No	load	speed:	20,000	rpm

•	 Air	flow	rate:	108	cfm

•	 Noise	level:	85	dB	(A)

•	 CSA	certified

•			Color	packaging	with	dual		
languages	(English	&	French)

•	 Includes:

	 -		Dust	Extractor

	 -	Cartridge	filter

	 -	6.5	ft.	Flexible	hose	

	 -	Wall-mount	bracket

	 -	5	Filter	bags

	 -		4	Hose	adapters:		
1-5/16", 1-/16", 1-3/4" & 2-11/16"		
(34, 40, 45 & 68	mm)


